## RANCO ANVIL Quarter Frame End Dump



## RANCO ANVIL Quarter Frame End Dump

## SPECIFICATIONS:

- Parking Legs: Adjustable Mounted on Draft Arms
- Draft Arms High Strength Fabricated 76" Wide at Hinge
- Bolt on Front \& Rear Fenders
- Front Mounted Ladder
- High lift Tailgate- 76" Clearance between Raised Gate \& Body -OR-
- Combination Gravity Lift and Barn Type Door
- Hutchens H~903, 50,000 lb. Single Point Suspension
- 25,000 lb. $5^{\prime \prime}$ Tubular Axle with Stemco Seals
- $16.5^{\prime \prime} \times 7^{\prime \prime}$ Air Brakes with Auto Slack Adjusters
- Rockwell~Wabco ABS Brake System
- Outboard Hubs with Lightweight Steel Drums
- $8.25 \times 24.5$ Steel Disc Wheels
- $11 \mathrm{R} \times 24.5$ Tires
- Circuit Breaker Protected Sealed Beam Lights
- Wiring in Loom and Enclosed in Trailer Frame
- Sealed Document Holder


## OPTIONAL EQUIPMENT:

- 54" High Sides" in Lieu of Standard 45"
(Adds $.20 \mathrm{cu}, \mathrm{yd}$. per toot of Tub Length)
- $5 / 16^{\prime \prime}$ Tub Sheeting in lieu of Standard $1 / 4^{\prime \prime}$
- Aluminum Wheels
- Tarps - All Types

| MODEL NUMBER | EDQ 20-26 | EDQ 24-30 | EDQ 26-34 | EDQ 28-36 |
| :--- | :--- | :--- | :--- | :--- |
| OVERALL LENGTH | $26^{\prime} 4^{\prime \prime}$ | $30^{\prime} 4^{\prime \prime}$ | $34^{\prime} 3^{\prime \prime}$ | $36^{\prime} 4^{\prime \prime}$ |
| BODY LENGTH | 24 ft. | 28 ft. | 32 ft. | 34 ft. |
| CAPACITY* | $20 \mathrm{cu} . \mathrm{yd}$. | $24 \mathrm{cu} . \mathrm{yd}$. | $26 \mathrm{cu} . \mathrm{yd}$. | $28 \mathrm{cu} . \mathrm{yd}$. |
| BRIDGE | $22^{\prime} 7.5^{\prime \prime}$ | $26^{\prime} 7.5^{\prime \prime}$ | $30^{\prime} 7.5^{\prime \prime}$ | $32^{\prime} 7.5^{\prime \prime}$ |
| CYLINDER LENGTH | $200^{\prime \prime}$ | $235^{\prime \prime}$ | $235^{\prime \prime}$ | $280^{\prime \prime}$ |
| DUMP ANGLE | 45 | 45 | 45 | 44 |
| WEIGHT | $14,900 \mathrm{lbs}$. | $15,900 \mathrm{lbs}$. | $16,200 \mathrm{lbs}$. | $16,800 \mathrm{lbs}$. |

*With standard 45" side height.

